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IN THE CLAIMS : 

Please cancel claim 1 without prejudice or disclaimer. 
Please enter the following new claims 23-29: 

23. (New) A nasal mask cushion to sealingly connect a mask to a wearer's face, the 
cushion comprising: 

a substantially triangularly-shaped frame of resilient material having a rim to 
surround the wearer's nose; 

a membrane also of resilient material, the membrane being relatively more flexible 
than the frame, and being of the same general shape as said rim and fixed to and extending 
away from the frame so as to have an outer surface spaced from the rim, a portion of said 
outer surface forming a face contacting seal portion; and 

a nose-receiving cavity bounded by said frame and said membrane; 

wherein said face contacting seal portion is generally coterminous with respect to said 
rim and is resiliently deformable towards the rim in use of the cushion. 

24. (New) The nasal cushion as claimed in claim 23, wherein said membrane and 
said rim each has a co-located notch to accommodate the bridge of a nose. 

25. (New) The nasal cushion as claimed in claim 24, wherein said membrane is 
shaped so that said seal portion, in use, contacts at least a wearer's nose. 

26. (New) The nasal cushion as claimed in claim 24 , wherein said membrane 
and said rim are substantially saddle-shaped. 

27. (New) The nasal cushion as claimed in claim 21, wherein said membrane is 
shaped so that said seal portion, in use, contacts at least a wearer's nose. 

28. (New) The nasal cushion as claimed in claim 27, wherein said seal portion, in 
use, contacts the facial tissue around the sides and over the bridge of the nose, and between 
the base of the nose and the top lip. 
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29. (New) The neisal cushion as claimed in claim 23, wherein said rim and said seal 
portion are shaped to generally match facial contours of the facial tissue aroimd the sides and 
over the bridge of the nose, and between the base of the nose and the top lip- 

30. (New) The nasal cushion as claimed in claim 23, wherein only the membrane is 
adapted to contact the wearer's face in use. 

31. (New) The nasal cushion as claimed in claim 23, wherien only a single seal is 
provided about the wearer's face in use. 

32. (New) A nasal mask cushion assembly to sealingly connect a nasal mask to a 
wearer's face, the cushion assembly comprising: 

a generally triangularly shaped frame of resilient material, the frame including an 
outer surface and a notch adapted to receive the bridge of the wearer's nose; and 

a generally triangularly shaped membrane of resilient material, the membrane 
including an aperture adapted to receive the wearer's nose, an outer surface including a seal 
forming portion adapted to deform and form a seal over a portion of the wearer's face when 
the mask is in use, an inner surface opposing the outer surface of the frame, an edge defining 
the perimeter of the apertvire, and a notch in a region of the membrane adapted to receive the 
bridge of the wearer's nose, wherein 

the membrane is more flexible than the frame; 

the aperture of the frame is larger than the aperture of the membrane; and 
the edge of the membrane, in use, is spaced a distance from the fi^me in at least the 
region of the membrane adapted to receive the bridge of the wearer's nose. 

33. (New) A nasal mask cushion assembly according to claim 32, wherein the frame 
and the membrane are formed in a single piece. 
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34. (New) A nasal mask cushion assembly to sealingly connect a nasal mask to a 
wearer's face, the cushion assembly comprising: 

a generally triangularly shaped frame of resilient material, the frame including a first 
side adapted to contact a mask body of the nasal mask, a second side opposite the first side, 
an aperture extending from the first side to the second side, a rim on the second side 
extending aroimd the perimeter of the aperture, and a notch in the rim in a region adapted to 
receive the bridge of the wearer's nose; and 

a generally triangularly shaped membrane of resilient material, the membrane 
including an aperture adapted to receive the wearer's nose, an edge defining the perimeter of 
the aperture, a notch in a region adapted to receive the bridge of the wearer's nose, a first 
surface including a seal forming portion disposed around the perimeter of the aperture 
adapted to deform and form a seal over a portion of the wearer's face in a region between the 
base of the nose and the upper lip and around the sides and over the bridge of the wearer's 
nose when the mask is in use, a second surface opposite the first surface that surrounds and is 
spaced a first distance from the rim of the frame in at least the region adapted to receive the 
bridge of the wearer's nose when the mask is in use, wherein the membrane is more flexible 
than the frame. 

35. (New) A nasal mask cushion assembly according to cledm 34, wherein the frame 
and the membrane are formed in a single piece. 

36. (New) A nasal mask cushion assembly to sealingly connect a nasal mask to a 
wearer's face, the cushion assembly comprising: 
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a generally triangularly shaped frame of resilient material, the frame including an 
inner surface, an outer surface, an aperture, and a notch in a region adapted to receive the 
bridge of the wearer's nose; and 

a generally triangularly shaped membrane of resilient material, the membrane 
including an aperture adapted to receive the wearer's nose, an outer surface including a seal 
forming portion adapted to deform and form a seal over a portion of the wearer's face in a 
region between the base of the nose and the upper lip and around the sides and over the 
bridge of the wearer's nose when the mask is in use, an inner surface opposing the outer 
surface of the frame and spaced a first distance from the outer surface of the frame in at least 
the region of the frame adapted to receive the bridge of the wearer's nose when the mask is in 
use, an edge defining the perimeter of the aperture, and a notch in a region of the membrane 
adapted to receive the bridge of the wearer's nose, wherein 

the membrane is more flexible than the frame; 

the aperture of the frame is larger than the aperture of the membrane; and 
the edge of the membrane is spaced a second distance from the frame, the second 
distance being variable. 

37. (New) A nasal mask cushion assembly according to claim 36, wherein the frame 
and the membrane are formed in a single piece. 

38. (New) A nasal mask cushion assembly to sealingly connect a nasal mask to a 
wearer's face, the cushion assembly comprising: 

a generally triangularly shaped frame of resilient material, the frame including a first 
side adapted to contact a mask body of the nasal mask, a second side opposite the first side. 
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an aperture extending from the first side to the second side, and a notch in a region adapted to 
receive the bridge of the wearer's nose; and 

a generally triangularly shaped membrane of resilient material, the membrane 
including an aperture adapted to receive the wearer's nose, an edge defining the perimeter of 
the aperture, a notch in a region adapted to receive the bridge of the wearer's nose, a first 
surface including a seal forming portion disposed aroimd the perimeter of the aperture 
adapted to deform and form a seal over a portion of the wearer's face in a region between the 
base of the nose and the upper lip and around the sides and over the bridge of the wearer's 
nose when the mask is in use, a second surface opposite the first surface that surroimds and is 
spaced a first distance from the frame in at least the region adapted to receive the bridge of 
the wearer's nose when the mask is in use, wherein 

the membrane is more flexible than the frame; 

the aperture of the membrane is smaller than the aperture of the frame; and 
the edge of the membrane is spaced a second distance from the frame, the second 
distance being variable. 

39. (New) A nasal mask cushion assembly according to claim 38, wherein the frame 
and the membrane are formed in a single piece. 
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